
NEiNastran 

System Requirements 
 
 
Hardware  
PC using: 

• Intel 
o Pentium™ (Pentium 4 

recommended) 
o Xeon™  
o Celeron™ 

• AMD 
o Athlon™ 
o Duron™ 
o Athlon 64™ 
o Athlon XP™ 

Operating System • Windows XP (recommended) 
• Windows 2000 
 

• Unix 
• Linux 

Memory 256 MB 
(minimum) 

2 GB Plus (recommended) 

Storage 1 GB 
(minimum) 

40 GB Plus (recommended) 

CD/DVD ROM Required 
Graphics Cards • GeForce – recommended  

(for FULL FEMAP compatibility) 
• 64MB NVIDIA GeForce4 
• 128MB ATI, FireGL X1 
• 128MB NVIDIA QuadroFX 1000 (recommended) 

 



 
Noran Engineering, Inc is aggressively focused on commitment to 
the customer. Detailed documentation customized on-site training and 
comprehensive technical support ensures that you will see immediate 
return on your investment.  

 
 

 
For more information about our company or our products, please contact: 

 Headquarters: 
Noran Engineering, Inc 
5555 Garden Grove Blvd., Suite 
300 
Westminster, CA, 92683-1886 
USA 
Phone:  1.714.899.1220 
Fax:  1.714.899.1369 
Email: info@noraneng.com 
Website: www.NENastran.com  

Europe: 
SmartCAE 
Piazza della Gualchierina, 9  
59100 Prato  
ITALY 
Phone: +39.0.574.404.642 
Fax: +39.0.574.401.265 
E-mail: info@smartcae.com   
Website: www.smartcae.com   
   
 
 

Asia/Pacific: 
Digital Solutions 
Kyoei Nakasuji Bldg., 3-7-18  
Nakasuji, Asaminami-ku 
Hiroshima 731-0122 
JAPAN 
Phone: +81.8.2850.2210 
Fax: +81.8.2850.2215 
E-mail: post@digital-sol.co.jp 
Website: www.digital-sol.co.jp 

NEiNastran for Windows 
From Noran Engineering, Inc. 

 


